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NOTES:

- MATERIAL: STEEL, ALUMINUM ALLOY AND 300 SERIES CORROSION-RESISTANT STEEL. SEE PROCUREMENRT SPECIFICATION.
(400 SERIES CRES INACTIVE FOR OESIGK AFTER 1 JAN 1992).

2. FIMISH: STEEL-CADMIUM PLATING PER QQ~P~416, TYPE II, CLASS 2. PARTS WITH CLASS 3 PLATING MAY BE FURNISHED

FROM SUPPLIER'S STOCK UNTIL 1 JANUARY 1975. ALUMINUM ALLOY-ANODIZE IN ACCORDANCE WITH MIL-A-8625,

TYPE I1. CORROSION RESISTANT STEEL-PASSIVATE IN ACCORDANCE NITH QQ-P-35.

—

3. DIMENSIONS IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: FRACTIONS *i/64, DECIMALS 2-010, ANGLES +1°,

4. REMOVE ALL BURRS.
S. EXAMPLES OF PART NUMBERS: AN310-§ = STEEL NUT. 5/16-24 UNF-38.
AN310D5 = ALUMINUM ALLOY NUT, 5/16-24UNF-3B.
AN310CS = CORROSION-RESISTANT STEEL NUT, 5/16~24UNF-3B.
6. ADD D SBEFORE DASH NUMBER FOR ALUMINUM ALLOY NUTS. '
ADD C BEFORE DASH HUMBER FOR CORROSION-RESISTANT STEEL NUTS.
7. IN THE EVENT OF A CONFLICT BETWEEN THE TEXT OF THIS STANDARD AND TNE REFERENCES CITED HEREIN, THE TEXT OF
THIS STANDARD SHALL TAKE PRECEDENCE.
8. REFERENCED GOVERKMENT (OR NON-GOVERNMENT) DOCUMENTS OF THIS ISSUE LISTED IN THAT ISSUE OF THE DEPARTMENT
OF DEFENSE INDEX OF SPECIFIECATIONS AND STANDARDS (DODISS} SPECIFIED IN THE SOLICITATION FORM A PART OF
THIS STANDARD TO THE EXTENT SPECIFIED HEREIN.

INTERCHANGEABILITY RELATIONSHIP: AN310 NUTS ARE UNIYERSALLY INTERCHANGEABLE WITH AN355 RUTS. AN3S5 NUTS ARE NOT

INTERCHANGEABLE WITH AN310 NUTS.
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