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PART NO. T STEEL AL ALLOY APPROX .
ABL5-640 | NO. 6~40UNF-3B - - .313*-002 23/64 /64
AN315-3 | NO.10-32UNF-3B 2 210 1 100 .375%-902 7/16 9/64
: AN315-4 | 1/4 -28UNF-3B 4 080 2 0% .438%-002 1/2 3/16
63z
3 AN315-5 | 5/16 -24UNF-3B 6 500 3 220 .s00%* 992 37/64 15/64
0.2 T
A AN315-6 | 3/8 -24UNP-3B 10 100 5 020 .563%-092 21/32 9/32
3333 AN315-7 | 7/16 -20 UNF-3B 13 600 6 750 .ezs"-gﬁ 23/32 21/64
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i1z AN315-8 | 1/2 -20UNF-3B 18 500 9 180 .750%-092 7/8 3/8
» o
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% AN315-9 | 9/16 -18UNF-3B 23 600 11 700 .8757-9%% 1- 1/64 27/64
ii AN315-10 | 5/8 -18UNF-3B° 30 100 14 900 1-.ooo+-89§ 1- 5/32 15/32
| AN315-12 | 3/4 -16UNF-3B 44 000 21 800 1.125%.002 1-19/64 s/8
13 -
AN3IS-14 | 7/8 -14UNF-3B 60 000 29 800 1.313%-9%2 1-33/64 21/32
AN3LS-15 |1 -1200F-3B 80 700 40 000 1.500%-393 1-47/64 3/6
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AN315-18 | 1-1/8-12UNF-3B 101 800 50 500 1.693%-09% 1-61/64 13/16 ~
= ™~
AN315-20 | 1-1/4-12UNF-3B 130 200 §4 400 1.875%-88% 2-11/64 7/8 2
a
(a) FOR ALUMINUM-ALLOY NUTS LARGER THAN -5 SIZE, TOLERANCES ON DIMENSION "A" MAY CONFORM TO &
BLE MATERIAL SPECIFICATIONS FOR BAR AND ROD,
(b) 1-14NF THREAD SIZE INACTIVE FOR DESIGN AFTER 27 mncn 1967.
MATERIAL: STEEL, ALUMINUM ALLOY, AND CORROSION-RESISTANT STEEL. SEE PROCUREMENT SPECIFICATION. 2
@rmxsu- STEEL-CADMIUM PLATE IN ACCORDANCE WITH QQ-P-416, TYPE I1,CLASS 2. PARTS WTTH CLASS 3 Y
FLATING MAY BE FURNISHED FROM SUPFLIER'S STOCK UNTIL 1 JANUARY 1975. s
ALUMINUM ALLOY-ANODIZE IN ACCORDANCE WITH MIL-A-8625, TYPE II, =
CORROSION RESISTANT STEEL-PASSIVATE IN ACCORDANCE WITH QQ-P-35.
ADD C BEFORE DASH NUMBER FOR CORROSION-RESISTANT STEEL NUTS.
ADD D BEFORE DASH NUMBER FOR ALUMINUM-ALLOY NUTS. o
ADD R AFTER DASH NUMBER FOR RIGHT-HAND THREAD, <
ADD L AFTER DASH NUMBER FOR LEFT-HAND THREAD. =
EXAMPLES OF PART NO.: AN315-7L=STEEL NUT, 7/16-20UNF-3B, LEFT HAND THREAD -
AN315D7R=ALUMINUM-ALLOY NUT, 7/16-20UNF 3B, RIGHT HAVD THREAD, L
AN315C7R=CORROS ION-RES ISTANT STEEL NUT, 7/16 ZOU'NF 3B, RIGHT=-HAl READ [
DIMENSIONS IN INCHES, UNLESS OTHERSIES SPECIFIED, TOLERANCES : +1’64 DECL‘IAIS +.010, »
ANGLES +1°. ‘ 2
FOR DESIGN FEATURE PURPOSES, THIS STANDARD TAKES PRECEDENCE OVER PROCUREMENT DOCUMENTS REFERENCED HEREIN, &
CED DOCUMENTS SRALL BE OF THE ISSUE IN EFFECT ON DATE OF INVITATIONS FOR BID. %
AIR FORCE-NAVY AERONAUTICAL STANDARD
PROCUREMENT AN 3 , 5
SPECIFICATION NUT, PLAIN, HEXAGON, AIRFRAME :
FF-N-836 SUPERSEDES
FORMER USAF AND NAVY STANDARD ISSUES OF AN315 |SHEET 1 OF 1
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